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Slurry Pumps for extreme high wear, high abrasive and 
corrosive resistance - horizontal and vertical versions 
available

Since October 2012 IST Pumpen und Dosiertechnik GmbH is producing the pump series „ASP - Australian Slurry Pumps®“. 
With high enthusiasmn and many years of experience we offer you excellent know-how and specialized competence. 
Plenty of applications in areas like mining, chemical-, sand- oder gravel plants, mud and sludge plants is proof of our 
quality. Our cost efficency will gain profits for any company.

Our experience can support you with your projects.

ASP your partner for slurry pumps.
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High Chronium Alloys and Elastomeres for wear parts

ElASTomErE:

• Natural Rubber (ASP-Code R550) pH 1-14 – T max. 70°C
• Neoprene (ASP-Code E100) pH 1-14 – T max. 100°C – oil resistant
• EPDM (ASP-Code E200) pH 1-14 – T max. 120°C – corrosives high pH resistant
• Hypalon (ASP-Code E300) pH 1-14 – T max. 110°C – chemical resistant
• Butyl (ASP-Code E400) pH 1-14 – T max. 100°C – chemical resistant

HIgH CHronIum Alloy

• High Chromium Alloy (ASP-Code A500) 27% Chrome, Hardness 650 HB – pH 5-12 – T max. 95°C
• High Chromium Alloy (ASP-Code A490) 30% Chrome, Hardness 450 HB – pH 4-12 – T max. 95°C
• High Chromium Alloy (ASP-Code A700) 12% Chrome, Hardness 700 HB – pH 6-12 – T max. 95°C
• High Chromium Alloy (ASP-Code A550) 37% Chrome, Hardness 350 HB – pH 1-14 – T max. 95°C
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SErIES AH, m, HH, l - HorIzonTAl:

Extra heavy type for all Slurry types, reliable with high containments of particles, up to 70%-weight. 
In all materials available.

Typ ASP2/1.5AH ASP3/2AH ASP4/3AH ASP6/4AH ASP8/6AH ASP10/8AH ASP12/10AH ASP14/12AH ASP16/14AH

m³/h 40 80 150 300 600 1250 1800 2800 3500

H m 62 88 80 80 80 88 84 88 64

Typ ASP3/2HH ASP4/3HH ASP6/4HH ASP10/8M ASP300L ASP350L ASP400L ASP450L ASP550L

m³/h 80 200 400 1100 2100 2600 3600 4600 4800

H m 88 100 90 65 64 68 50 60 42

SErIES l – mEdIum - HorIzonTAl:

Open impeller, used for Foams and Slurries up to 1,2 kg / dm³. In the range of 1 mm particles, very sufficent durabillity.
High Chrom Alloy A500 available.

Typ ASP20L ASP50L ASP75L ASP100L ASP150L ASP250L

m³/h 11 75 160 285 635 1770

H m 37 46 48 50 54 50

SErIES g / gH – grAvEl PumPS - HorIzonTAl:

A robust pump type for Gravel and Slag treatment, this line is for the highest duties and wear. Equiped with 3-Channel- 
Impellers, particle sizes of max. 254 mm are possible. High Chrom Alloy A500 available. Easy Service Clamprings are fitted.

Typ ASP6/4G ASP8/6G ASP10/8G ASP10/8GH ASP12/10G ASP12/10GH ASP14/12G ASP18/16G

m³/h 300 500 1000 1250 1400 2200 2200 3200

H m 50 50 60 80 60 80 70 50

SErIES SH – SEwAgE PumPS - HorIzonTAl

Engineered for high heads these pumps are used for use in fresh water supply, as jet pumps for dredging and sand gra-
vel washing. Available in cast iron GGG40.

Typ ASP3/2SH ASP4/3SH ASP6/4SH

m³/h 80 120 400

H m 125 108 125

SErIES SP/SPr – SumP PumPS – vErTIkAl

Sealless Vertikal Pumps (Cantilever) open mounted shaft, immersion of 0,9 – 2,1 m. Available in Elastomere and High
Chromium Alloy. Version Type SPR all liquid parts are rubber or rubber coated. A maximum of corrosion resistance-best
for Slurries with low PH and high chlorium percentage.

Typ 40 SP/SPR 65 SP/SPR 100 SP/SPR 150 SP/SPR 200 SP 250 SP/SPR 300 SP

m³/h 40 100 300 450 800 1000 1400

H m 29 50 50 35 40 35 35

Performance data are maximum and clear water tested
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SHAfTSEAlS AvAIlAblE:

• Gland Packing and Seal Water in 2 Versions, Low Flow Volume or High Flow Volume
• Hydro Dynamic Shaft Seal, by intergrated Expeller in Elastomere and High Chromium Alloy
• Single Mechanical Seal and flushing, leak free, water free system uses very little water amounts

HEAVY DUTY TYPE

Industries Where to use

Sand and Gravel Hydro Cyklones

Mining and Resouces Thickener

Coal Mining Strainer and Jigger

Sugar Industries Filterpresses

Salt Bucket wheel overflow

Steelmanufacturing Sieve flushing

Concrete Gravelpumps

Tunneling Jet Pumps

Construction Ashes and Slurries

Food Industry Powerstations

Enviroment Sugarbeets

Chemical Industry Potato wash

Recyling Slag Treatment

Aluminium Grinder and Mills

Powerstations Paper Recycling

Cement Sintering

Lime stone Quarz Sands, Sea Sand

Porcellain Kaolin Sand and Clays

Paper Phosphats

SUMP PUMP TYPE SPR In 

ELASToMERE-VERSIon

GRAVEL PUMP

HEAVY DUTY TYPE
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Specfications

Electric submersible pump

Max. submergence 20 m

Protection class IP68

Max. temperature of pumped medium at max. power input 

and continuous duty 40 °C

Max. medium density 1100 kg / m2

pH of the pumped medium  5-8 

Strainer hole  3 x 34 mm 

Max. number of starts 30 / hour

Slurry and slugde submersible pumps
Schmutzwasser-Schlamm-Tauchmotorpumpen

ND

100

40

80m

0
0

HD

20 40

60

20

60 80 l/s
0 m3/h180 36027090

DE 50 Hz

Motor

3-phase squirrel-cage induction motor  50Hz 

Servicefactor 1.1

Class F Insulation

Motor rating P2:  21,0 kW 

Speed: 2930 rpm

Voltage 230 400 500 1000

Nominal current A 68 39 31 16

970

595
450

mm

ASP T200 nd  
Standard pressure,
3-Phase

ASP T200 Hd  
High pressure,
 3-Phase

ASP T200
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ASP T400

ASP T600

ND

160

40

80

m

0
0

HD

40

60

20

80

100

120 l/s
0 540 m3/h180 360 45027090

DE 50 Hz

Specfications

Electric submersible pump

Max. submergence 20 m

Protection class IP68

Max. temperature of pumped medium at max. power input 

and continuous duty 40 °C

Max. medium density 1100 kg / m2

pH of the pumped medium 5-8

Strainer hole 8 x 34 mm

Max. number of starts 30 / hour

Specfications

Electric submersible pump

Max. submergence 20 m

Protection class IP68

Max. temperature of pumped medium at max. power input 

and continuous duty 40 °C

Max. medium density 1100 kg / m2

pH of the pumped medium 5-8

Strainer hole 12 x 60 mm

Max. number of starts 30 / hour

DE 50 Hz

ND
20

40

m

0
0

HD

30

10

60

100

50

200 300 l/s

0 1200 m3/h600 900300

Motor

3-phase squirrel-cage induction motor 50Hz

Servicefactor 1.1

Class F Insulation

Motor rating P2: 56,0 kW

Speed: 1450 rpm

ND: 1150
HD: 1070

535

mm 755

1130

775
985mm

ASP T400 nd  
Standard pressure,
3-Phase

ASP T400 Hd 
High pressure,
3-Phase

Motor

3-phase squirrel-cage induction motor 50Hz

Servicefactor 1.1

Class F Insulation

Motor rating P2: 35,0 kW

Speed: 2930 rpm

Voltage 230 400 500 1000

Nominal current A 108 62 50 25

ASP T600 nd  
Standard pressure,
 3-Phase

ASP T600 Hd  
High pressure,
3-Phase

Voltage 230 400 500 1000

Nominal current A 190 110 84 42

Slurry and slugde submersible pumps
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Specfications

Electric submersible pump

Max. submergence 20 m

Protection class IP68

Max. temperature of pumped medium at max. power 

input and continuous duty 40 °C

Max. medium density 1100 kg / m2

pH of the pumped medium 5-8

Strainer hole 7,5 x 22 mm

Max. number of starts 30 / hour

ASP C80X

Motor

3-phase squirrel-cage induction motor 50Hz

Servicefactor 1.1

Class F Insulation

Motor rating P2: 8,3 kW. , 2-pol

Speed: 2920 rpm

Voltage 400 500 

Nominal current A 16 12,8

Specfications

Electric submersible pump

Max. submergence 20 m

Protection class IP68

Max. temperature of pumped medium at max. power 

input and continuous duty 40 °C

Max. medium density 1100 kg / m2

pH of the pumped medium 5-8

Strainer hole 7,5 x 22 mm

Max. number of starts 30 / hour

ASP C50X

Motor

3-phase squirrel-cage induction motor 50Hz

Servicefactor 1.1

Class F Insulation

Motor rating P2: 5,6 kW. , 2 pol

Speed: 2930 rpm

¬: 86,7 (50 %), 90,8 (75 %), 89,6 (100 % load)

Voltage 400 500 

Nominal current A 11,3 9,0

ASP C50X lP 3PH

ASP C50X mP 3PH

ASP C50X HP 3PH

ASP C80X lP 3PH

ASP C80X mP 3PH

ASP C80X HP 3PH

Slurry and slugde submersible pumps
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ASP S12.5

10 l/s
0

5

10

 m 
DE 50 Hz

4 80
600 l/min240 4800

15

114W

104W

114104

2
120

6
360

Specfications

Electric submersible pump

Max. submergence 20 m

Protection class IP68

Max. temperature of pumped medium at max. power 

input and continuous duty 40 °C

Max. medium density 1100 kg / m2

pH of the pumped medium 5-8

Strainer hole 45 x 40 mm

Max. number of starts 30 / hour

Max. impeller diameter requires half motor or more 

submersed for continuous duty. Pump can operate 

lying down.

Motor

Single-phase motor with built-in capacitor 50Hz

Servicefactor 1.1

Class F Insulation

Motor rating P2: 0,9 kW

Speed: 2850 rpm

Voltage 230 

Nominal current A 5,1

Motor

3-phase squirrel-cage induction motor 50Hz

Servicefactor 1.1

Class F Insulation

Motor rating P2: 0.9 kW

Speed: 2850 rpm

D.o.L. start with built-in contactor

Voltage 230 400 500 

Nominal current A 108 62 50

584

202
298mm

ASP S15.5

Specfications

Electric submersible pump

Max. submergence 20 m

Protection class IP68

Max. temperature of pumped medium at max. power 

input and continuous duty 40 °C

Max. medium density 1100 kg / m2

pH of the pumped medium 5-8

Strainer hole 45 x 40 mm

Max. number of starts 30 / hour

Max. impeller diameter requires half motor ore more 

submersed for continuous duty. Pump can operate 

lying down.

Motor

3-phase squirrel-cage induction motor 50Hz

Servicefactor 1.1

Class F Insulation

Motor rating P2: 1,3 kW

Speed: 2850 rpm

D.o.L. start with built-in contactor

Voltage 230 400 500

Nominal current A 4,5 2,6 2,1

10 l/s
0

5

10

 m 

4 80
600 l/min240 4800

15

126
114

2
120

6
360

584

202
298mm

ASP S12.5 d=104 
1PH/3PH

ASP S12.5 d=114 
1PH/3PH

ASP S15.5 d=114 3PH

ASP S15.5 d=126 3PH

Slurry and slugde submersible pumps
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584

202
298mm

Specfications

Electric submersible pump

Max. submergence 20 m

Protection class IP68

Max. temperature of pumped medium at max. power 

input and continuous duty 40 °C

Max. medium density 1100 kg / m2

pH of the pumped medium 5-8

Strainer hole: 45 x 55 mm

Max. number of starts 30 / hour

Min. impeller diameter for duty with low water level 

or intermittent dry running. Max. impeller diameter re-

quires half motor or more submersed for continuous 

duty. Pump can operate lying down.

ASP S25X

Motor

3-phase squirrel-cage induction motor 50Hz

Servicefactor 1.1

Class F Insulation

Motor rating P2: 2,5 kW, 2-pol

Speed: 2920 rpm

Voltage 400 500 

Nominal current A 5,1 4,1

50 Hz

143

128

0

4

8

12

16

m 20

4 8 200 12 16 l/s
0 m3/h50 60 70403010 20

mm

Ø 257
418
460

74
4

13
6

Storz-Kupplung als Zubehör erhältlich

ASP S40X

Specfications

Electric submersible pump

Max. submergence 20 m

Protection class IP68

Max. temperature of pumped medium at max. power 

input and continuous duty 40 °C

Max. medium density 1100 kg / m2

pH of the pumped medium 5-8

Strainer hole: 45 x 55 mm

Max. number of starts 30 / hour

Min. impeller diameter for duty with low water level or 

intermittent dry running. 

Max. impeller diameter requires half motor or more 

submersed for continuous duty. Pump can operate 

lying down.

Motor

3-phase squirrel-cage induction motor 50Hz

Servicefactor 1.1

Class F Insulation

Motor rating P2: 3,7 kW, 2-pol

Speed: 2860 rpm

¬: 85,8 (50 %), 87,1 (75 %), 86,9 (100 % load)

Voltage 400 500

Nominal current A 7,6 6,1

50 Hz

5

10

25

0

15

20

30

160

m

4 8 2010 2 16 l/s
0 m3/h50 60 70403010 20

143

mm

Ø 257
418
460

74
4

13
6

Storz-Kupplung als Zubehör erhältlich

ASP S25X d=128 3PH

ASP S25X d=143 3PH

ASP S40X d=143 3PH

ASP S40X d=160 3PH

Slurry and slugde submersible pumps
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Specfications

Electric submersible pump

Max. submergence 20 m

Protection class IP68

Max. temperature of pumped medium at max. power 

input and continuous duty 40 °C

Max. medium density 1100 kg / m2

pH of the pumped medium 5-8

Strainer hole: 48 x 60 mm

Max. number of starts 30 / hour

Min. impeller diameter for duty with low water level 

or intermittent dry running. Max. impeller diameter re-

quires half motor or more submersed for continuous 

duty. Pump can operate lying down.

ASP S50X

Motor

3-phase squirrel-cage induction motor 50Hz

Servicefactor 1.1

Class F Insulation

Motor rating P2: 5,6 kW, 2-pol

Speed: 2930 rpm

¬: 86,7 (50 %), 90,8 (75 %), 89,6 (100 % load)

Voltage 400 500 

Nominal current A 7,6 6,1

5

10

25

0

15

20

30
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m

20 l/s100

160

0 m3/h30 60 90

Storz-Kupplung als Zubehör erhältlich

mm

Ø 285
458
466

79
0

16
9

Specfications

Electric submersible pump

Max. submergence 20 m

Protection class IP68

Max. temperature of pumped medium at max. power 

input and continuous duty 40 °C

Max. medium density 1100 kg / m2

pH of the pumped medium 5-8

Strainer hole: 48 x 60 mm

Max. number of starts 30 / hour

Min. impeller diameter for duty with low water level or 

intermittent dry running. 

Max. impeller diameter requires half motor or more 

submersed for continuous duty. Pump can operate 

lying down.

ASP S80X

Motor

3-phase squirrel-cage induction motor 50Hz

Servicefactor 1.1

Class F Insulation

Motor rating P2: 8,3 kW, 2-pol

Speed: 2920 rpm

¬: 89,9 (50 %), 90,6 (75 %), 89,6 (100 % load)

Voltage 400 500 

Nominal current A 16 12,5

5
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0
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m

0 s/l0301 20
0 m3/h906030

175

Storz-Kupplung als Zubehör erhältlich

mm

Ø 285
458
466

79
0

16
9

ASP S50X d=160 3PH

ASP S50X d=175 3PH

ASP S80X d=175 3PH

ASP S80X d=195 3PH

Slurry and slugde submersible pumps
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Super micro
Manuel version

Super-m 1-3a“

Super-m 1-4“

Super-m 2-4“

Super-m 2-6“

Performances are referred 

pumping clean water.

Selfpriming diaphragmpumps seage and constractor pumps



Industries Automotive oil & Gas

Food & Dairy Sewage

Mining Chemicals & Pharma
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